GENERAL NOTES

1. This sheet shall be used when guardrail end treatment
type I is specified.

1220 x 310 x 3.5 flat
galvanized steel plate

Standard W-beam terminal P 2. The details on this sheet are for the assembly and installation of
connector (3.5) 'Ql the components of guardrail end treatment type I.
S @ The top of rail height at this post shall match the height of the
3 adjacent guardrail.
23 x 30 slotted holes o~ g
for M16 splice bolts = 4. Installation of guardrail end treatment type I at the end of a
run of rub-rail type guardrail shall require the relocation of
25% holes for 150 mm the rub-rail as shown.
259 Holes for M20 A-325 long M25 steel bars
bolts, washers, & nuts @ See Standard Drawing 601-GRET-04 for Post No. 2 Connection Detail.
CONCRETE ANCHOR DETAIL 6. If rub-rail is not spliced at post, the channel shall be cut and

repositioned behind the flange.

7. If rub-rail is spliced at post, the splice material shall be removed
and the channel shall be repositioned behind the flange.

20 x 50 slot in channel

20 hole in flange.

Install M16 hex bolt with
hex nut and 2 cut washers.

Class A concrete anchor shall be
910 x 910 deep cylinder or
910 x 910 x 910 cube
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Type 3 Object Marker All dimensions are in mm unless otherwise specified.
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